


a multi-purpose 
ecological paving stone system

For more information call
631.669.0700 or visit www.nicolock.com

Installation:

1. Subgrade — level, adequate bearing capacity, capable
 of in�ltration, do not compact unless speci�ed.

2. Install non-woven separation fabric & underdrain piping
 as speci�ed.

3. Moisten, spread and vibratory compact No. 2 stone
 subbase in 6-inch lifts.

4. Moisten, spread, and vibratory compact No. 57 stone
 subbase in a 4-inch lift.

5. Moisten, spread, No. 8 bedding stone, 2" thick.

6. Lay permeable pavers and �ll joints with No. 8 stone.

7. Compact pavers with 5,000 lbs. force plate
 compactor with rubber pad, two passes.

8. Re-�ll openings and joints with No. 8 stone, remove
 excess stone and sweep pavers clean.

9. Compact pavers again (two passes), �lling openings
 with No. 8 stone as needed.

10. Make sure surface is smooth and level.
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.:specifications:.

           

pallet
weight
 2.12 91 192 31208” 8” 31/8”

1/2” gaps are ADA-compliant and create an approxiamately
10% surface area opening for drainage.

Curb

Nicolock permeable
interlocking concrete pavers

 

Uncompacted Soil subgrade

Open graded base

No. 2 stone - 6” (min.)
No. 57 stone - 4”

Bedding course
(No. 8 stone)

Non-woven 
Geotextile
(if required)

Permeable joint material
(No. 8 stone)

more color • more strength • more life




